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237”
[6019.8 mm]

200”
[5080 mm]

2”-51”
[50.8-1295.4 mm]

137”
[3479.8 mm]

121”
[3073.4 mm]

237”
[6019.8 mm]

209”
[5308.6 mm]

66”
[1676.4 mm]

73”
[1854.2 mm]

96”
[2438.4 mm]

20”
[508 mm]

THE PASSENGER’S SIDE RAMP CAN 
BE ADJUSTED TO SHORTEN THE 

DISTANCE BETWEEN THE RUNWAYS 
FROM 2”-51” (RUNWAYS SIDE BY SIDE 
- THERE IS A 1” LIP ON THE INSIDE OF 

EACH RUNWAY).
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188”
[4775.2 mm]

209”
[5308.6 mm]

42”-93”
[1066.8-2363.2 mm]

36”
[914.4 mm]

WARNING: If ANCHORING Posts (optional) to  oor, square up all measurements and wait until your
Lift is assembled in its entirety. Once fully assembled, anchor Posts to  oor.

FIGURE 1 (Vehicle Lift Speci  cation Drawings)
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WORKBENCH
AREA

FRONT SIDE    OF LIFT

BACK SIDE    OF LIFT

Post Floor 
Plates

10½” X 10½”
[267 mm X 267 mm]

68.5”
[1752 mm]
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2’
[610 mm]

(ASSUMED
25’ FOOT INSTALL 
BAY LENGTH, IF 
YOUR’S VARIES, 
RECALCULATE 
THE DISTANCE 
USING YOUR 
BASELINE 
MEASUREMENT.)

249”

[6324.6 m
m

]

This will be
the Power 

Unit Post in 
a standard 

con  guration.

This can be 
con  gured 

as the 
Power Unit 
post as well 
if needed.
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137”
[3480 mm]

10½”
[267 mm]

10½”
[267 mm]

68.5”
[1752 mm]
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10½”
[267 mm]

WARNING: If ANCHORING Posts (optional) to  oor, square up all measurements and wait until your
Lift is assembled in its entirety. Once fully assembled, anchor Posts to  oor.

FIGURE 2 (Vehicle Lift Layout Drawing)
 Note for Figure 2 - We recommend 12” (INCHES) between the Lift and the nearest wall.
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